SUPPLEMENTAL RESTRAINT SYSTEM (SRS} (if body maintenance is required)

The VIGOR SRS includes a driver's side airbag, located in the steering wheel hub. In addition, the GS model has
a front passenger’s airbag located in the dashboard above the glove box. Information necessary to safely service
the SRS is included in this Service Manual. ltems marked with an asterisk {*) on the contents page include, or
are tocated near, SRS components. Servicing, disassembling or replacing these items will require special precau-
tions and tools, and should therefore be done by an authorized Acura dealer.

AWARNING

® To avoid rendering the SRS inoperative, which could lead to personal injury or death in the event of a severe
frontal collision, all maintenance must be performed by an authorized Acura dealer.

® Improper maintenance, including incorrect removal and installation of the SRS, could lead to personal injury caused
by unintentional activation of the airbag (s).

@ Al SRS electrical wiring harnesses are covered with yellow outer insulation. Related components are located
in the steering column, center console, dash, and dashboard lower panel, and in the dashboard above the glove
box. Do not use electrical test equipment on these circuits.

NOTE: The radio may have a coded theft protection circuit. Be sure to get the customer’s code number before
— Disconnecting the battery.
— Removing the No. 39 (10 A) fuse in the under-hood fuse/relay box.

— Removing the radio. .
After service, reconnect power to the radio and turn it on. When the word ‘“CODE" is displayed, enter the cus-

tomer*s 5-digit code to restore radio operation.
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Doors
Front Door Index

POWER

DOOR MIRROR GLASS

Replacement, page 20-27 Replacement, page 20-7

Adjustment, page 20-18
REAR GLASS
GUIDE
Replacement, page 20-7
INSIDE
FRONT SASH STABILIZER

Reptacement, page 20-7

®
DOOR d
Adjustment, page 20-26 ﬁ )
® FayP
o ®
OUTER MOLDING
REGULATOR STOPPER |~———FRONT GLASS
Replacement, page 20-7 PLATE GUIDE
Replacement,
@@q page 20-7

OUTER HANDLE
Replacement, page 20-5

MOTOR

STRIKER
Adjustment,
page 20-26

INNER HANDLE
ROD

&

LATCH
Replacement, page 20-7

>
POWER WINDOW BRACKET
PLASTIC COVER SWITCH
TRIM PANEL
DOOR PANEL
% Replacement, page 20-3
HANDLE POWER DOOR
: LOCK SWITCH

COURTESY LIGHT

20-2

1. Remove the trim plate, then remove the screws.

INNER HANDLE Pry the trim plate out
using a fiat tip
screwdriver,

‘Je——TRIM PLATE

Remove the screws
while pulling the handle. SCREWS

2. Carefully remove the trim panel with the inner han-
dle and disconnect the inner handle rod and power
door lock switch connector.

|

POWER DOOR
LOCK SWITCH
CONNECTOR

INNER
HANDLE ROD

HANDLE

TRIM PANEL

DOOR PANEL

»: Clip and hook locations, 3

ﬁ Door Panel/Plastic Cover Replacement

CONNECTOR
SCREWS
T POWER - -
WINDOW
SWITCH
CONNECTORS |

NOTE: Remove the door panel with as little bending as
possible to avoid creasing or breaking it.

95 mm {3.74 in)

e —
12 mm .
TRIMPAD 1 47 in) T

REMOVER
SNAP-ON
#A177 _
o
1 mm ..-ll 45
©.04in | |
45 mm
(1.77 in)

3. Remove the screws and clips (see trim pad remover) |
attaching the door panel.

Remove the door panel by pulling it upward.
Disconnect the connectors.

¢ Courtesy light connector

® Power window switch connectors

@ Security alarm connector

% : Clip ! m_.un:v. i 2 *
DOOR PANEL
SECURITY ALARM ﬂm_qomws
SWITCH CONNECTOR iy

CONNECTORS

COURTESY LIGHT

CONNECTOR

{cont'd}
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Doors

4. If necessary, remove the power window switch from
the door panel {see page 20-19).

5. Remove the grommets and bracket, then carefuily
remove the plastic cover.

GROMMETS

BRACKET PLASTIC COVER

6. Installation is the reverse of the removal procedure.

NOTE:
® Make sure the door harness and connectors are
fastened correctly on the door.

DOOR @: Clip locations
HARNESS

— Door Panel/Plastic Cover Replacement (cont’d)

® Apply adhesive along the edge where necessary
to maintain a continuous seal and prevent water
leaks.

GROMMETS

PLASTIC COVER

ADHESIVE

PLASTIC

ADHESIVE COVER

® Before fastening the door panel, make sure the
door harness is not pinched.

20-4

— Outer Handle Replacement

NOTE: Raise the glass fully.

1. Remove:
® Door panel {see page 20-3)
® Plastic cover (see page 20-4)

2. Pull out the retainer clip. Remove the lock cylinder,
then disconnect the cylinder rod.

3. Pry the outer handle rod out of its joint using a flat
tip screwdriver.

CAUTION: Use protective tape around the outer
handle to prevent damage.

NOTE: To ease reassembly, note the location @&
of the outer handle rod on the joint before discon-
necting it.

4. Remove the outer handle mounting boit (front).

QUTER /

HANDLE PROTECTIVE
TAPE

JOINT - -
OUTER HANDLE
OUTER
HANDLE
CYLINDER
ROD

LOCK
CYLINDER

RETAINER CLIP
QOUTER HANDLE

MOUNTING BOLT
(Front}

5. Lower the glass untii you can see the glass mount-
ing nuts, then loosen them.

GLASS ‘

GLASS MOUNTING NUTS
6x 1.0 mm 10 Nm

(1.0 kg-m, 7.2 tb-ft)
Loosen.

6. Loosen the front and rear glass guide mounting nuts
and remove the locknuts.

NOTE:

® Hold the adjusting bolts with a hex wrench when
removing the jocknuts.

® Scribe a line around the mounting nuts to show
the original adjustment.

MOUNTING

NUTS

8 x 1.25 mm

22 N-m (2.2 kg-m, 16 Ib-ft}
Loosen.

MOUNTING
NUT

FRONT GLASS
GUIDE

LOCKNUTS
8 x 1.25 mm 22 N'-m
(2.2 kg-m, 16 Ib-f1)

REAR GLASS LOCKNUT

GUIDE

ADJUSTING ,
BOLT {cont’d)
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Doors
ﬁ Outer Handle Replacement (cont’d)

7. Slide the guide to the rear, then remove the glass
from the guide while holding it.

8. Carefully slide the front glass guide toward the front
of the door while holding the glass, then remove the
glass slider from the front glass guide.

NOTE: Place a shop towel inside the door to pre-
vent damage to the glass.

10. Remove the outer handle mounting bolt, then remove
the outer handle from the outside of the door.

REAR GLASS
GUIDE GLASS

— Latch Replacement

NOTE: Raise the glass fully.

Remove:
® Door panel (see page 20-3)
® Plastic cover (see page 20-4}

Pry the outer handle rod and cylinder rod out of its
joint using a flat tip screwdriver.

Disconnect the connector from the door. Remove the
screws, then remove the latch through the hole in

— Glass/Regulator Replacement

NOTE: Lower the glass fully.

1. Remove:
® Door panel {see page 20-3)
® Plastic cover (see page 20-4)
® Power door mirror (see page 20-27)
® Quter molding (see page 20-10)

2. Detach the clip, then pry the weatherstrip away from
the front sash.

GLASS FRONT GLASS
GLASS SLIDER GUIDE

the door. Remove the screws.

NOTE:

FRONT SASH
® Take care not to bend the inner handle rod.
® To ease reassembly, note the location @) of the ﬁ \\
outer handle rod on the joint before disconnect- O = WEATHERSTRIP
ing it. QS
) S~"at
T~ L

SCREW

OUTER HANDLE
MOUNTING BOLT
(Rear} OUTER

HANDLE

cup

11. Installation is the reverse of the removal procedure.
GUIDE SHOP TOWEL

NOTE: After installing, adjust the position of the

JOINT 3. Remove the mounting bolts and locknut, then re-
glass as necessary {see page 20-18).

move the front sash.

GLASS MOUNTING GLASS MOUNTING 4 threads exposed

BOLT H BOLT NoTE
w OUTER HANDLE ® Hold the adjusting bolt with a hex wrench when
| ROD removing the locknut.
* L— ] * ® Scribe a line around the locknut to show the origi-
= f ¥ s CYLINDER ._.lw | J— nal adjustment.
< = LO
GUIDE GUIDE ROD & CKNUT

9. Carefully move the glass until you can remove the
outer handle mounting bolt (rear).

OUTER HANDLE
MOUNTING BOLT

{Rear) FRONT GLASS

-

\ ADJUSTING BOLT

/4 FRONT
¥ m L SASH
SCREWS s

6 x 1.0 mm CONNECTOR
5 N'm {0.5 kg-m,
3.6 ib-ft)

LATCH ADJUSTING
BOLT

MOUNTING

BOLY

6 x 1.0 mm 10 N-m
(1.0 kg-m, 7.2 Ib-ft)
3. Installation is the reverse of the removal procedure.
LOCKNUT

8 x 1.25 mm 22 N'm
{2.2 kg-m, 16 Ib-ft)

7/
REAR GLASS
GUIDE

{cont’d)
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Doors

4. Remove the mounting nuts, then remove the stop-
per plates.

NOTE: Scribe a line around the mounting nuts to
show the original adjustment.

STOPPER PLATES

MOUNTING NUTS
8 x 1.25 mm

22 N'm (2.2 kg-m,
16 ft-Ib}

5. Remove the mounting bolt, then remove the inside
stabilizer from the door.

NOTE: Scribe a line around the mounting bolt to
show the original adjustment.

MOUNTING
BOLT

INSIDE STABILIZER

— Glass/Regulator Replacement (cont’d)

6. Carefully move the glass until you can see the glass
mounting nuts, then remove them.

7. Carefully pull the glass out through the window slot.

NOTE: Take care not to drop the glass inside the
door.

GLASS

FRONT GLASS
GUIDE

GLASS MOUNTING

REAR GLASS NUTS
GUIDE 6 x 1.0 mm 10 N'm
(1.0 kg-m, 7.2 Ib-ft)

8. Remove the mounting nuts and locknuts, then
remove the front and rear glass guides.

NOTE:

@ Hold the adjusting bolts with a hex wrench when
removing the locknuts.

® Scribe a line around the mounting nuts to show
the original adjustment.

FRONT GLASS

GUIDE
\‘

\\ \ ¢ @

\
MOUNTING

NUT

8x 1.25mm

22 N'm {2.2 kg-m,

16 Ib-ft)

@

b A\ —
. /@ LOCKNUTS
I 8x 1.25 mm
I 33 mo
(2.2 kg-m,
REAR GLASS 16 lb-ft}

GUIDE

ADJUSTING BOLT

20-8

9. Remove the two mounting bolts, two roller guide
boits and loosen the two mounting boits. Remove
the regulator through the center hole in the door.

NOTE: Scribe a line around the rolier guide boit to
show the original adjustment.

ROLLER GUIDE

BOLTS
MOUNTING
BOLTS
6x1.0mm8Nm MOUNTING
{0.8 kg-m, 5.8 (b-ft}
Loosen. 6 x 1.0 mm
8 N'm {0.8 kg-m,

6.8 Ib-ft)

ROLLER GUIDE

BOLTS

6 x 1.0 mm

8 N-m (0.8 kg-m, 5.8 Ib-ft)

REGULATOR

10. Grease all the sliding surfaces of the regulator and
glass guides where shown.

11. Before removing the power window motor, mark the
location by scribing a line across the sector gear and
regulator. Install using the motor mounting bolts.
Move the regulator to the original position by con-
necting a 12V battery to the power window motor
{see section 23).

SECTOR
GEAR

REGULATOR

12.

13.

15.

. Attach the door harness correctly to the door (see

ADJUSTING BOLTS
NOTE: Use liquid
thread lock.

REAR GLASS GUIDE

S

Installation is the reverse of the removal procedure.

Roll the glass up and down to see if it moves freely
without binding. Also make sure that there is no
clearance between the glass and weatherstrip when
the glass is closed. Adjust the position of the glass
as necessary (see page 20-18).

page 20-4).

When reinstalling the plastic cover, apply adhesive
along the edge where necessary to maintain a con-
tinuous seal and prevent water leaks (see page
20-4).
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Doors
— Outer Molding Replacement

NOTE: Lower the glass fully.

1. Remove:
® Door panel {see page 20-3)
® Plastic cover (see page 20-4}
® Power door mirror {see page 20-27)
® Front sash {see page 20-7)

2. Peel the weatherstrip away from the door, then re-
move the screw.

3. Starting at the rear, pry the outer molding up and
detach the clips, then remove the outer molding.

NOTE: Take care not to twist or scratch the outer
molding.

OUTER MOLDING

CLIP, 4
if necessary, reptace
any damaged clips.

OUTER MOLDING
WEATHERSTRIP

WEATHERSTRIP STABILIZER, 2

NOTE: The numbers after the part names show the
quantities of the parts used.

4. Instaltation is the reverse of the removal procedure.

— Weatherstrip Replacement

£ : Clip locations, 21 | @: Clip locations, 6
' m i A @—

SEALANT SEALANT

WEATHERSTRIP

Sealant: Camedine #8500

NOTE:

® Before installing the weatherstrip, apply clear sealant
to the door as shown.

® If necessary, replace any damaged clips.

20-10
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Rear Door Index

GLASS
Replacement, page 20-15
Adjustment, page 20-18

INSIDE
STABILIZER
OUTER /
MOLDING
Replacement, page STOPPER
20-17 98 CENTER GLASS PLATE

GUIDE
Replacement,

page 20-15 /

REGULATOR
Replacement, page 20-15

POWER WINDOW
MOTOR

DOOR
Adjustment,
page 20-26

2o,
Q. Vg,
STRIKER
N >n_cw»3m%
A page 20-26

4— LATCH
P Replacement,
page 20-14

OUTER HANDLE
Replacement, page 20-13

M
1

LOCK CRANK

PLASTIC COVER

WEATHERSTRIP
LOCK ROD

BRACKET

TRIM PANEL

DOOR PANEL
Replacement, page 20-12

INNER HANDLE
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Doors

1. Remove the trim plate, then remove the screws.

Pry the trim plate out
using a flat tip
screwdriver.

INNER HANDLE

TRIM PLATE

Remove the screws
while puiling the handle.

SCREWS
2. Carefully remove the trim panel with the inner han-

dle and disconnect the inner handle rod and power
window switch connector.

INNER
POWER WINDOW
HANDLE ROD SWITCH
CONNECTOR
TRIM PANEL

INNER HANDLE

TRIM PANEL
HOOK

DOOR PANEL

»: Clip and hook locations, 4

— Door Panel/Plastic Cover Replacement

3. Remove the screws and clips {see trim pad remover
page 20-3) attaching the door panel.
Remove the door panel by pulling it upward.

: Clip locations, 8

DOOR PANEL

SCREW

4. Remove the grommets and bracket, then carefully
remove the plastic cover.

GROMMETS

PLASTIC COVER

5.

Installation is the reverse of the removal procedure.
NOTE:

® Make sure the door harnesses and connectors are
fastened correctly on the door.

@ : Clip locations

DOOR HARNESS

® Apply adhesive along the edge where necessary
to maintain a continuous seal and prevent water
leaks.

PLASTIC
COVER

ADHESIVE

PLASTIC
COVER

® Before fastening the door panel, make sure the
door harness is not pinched.

-

Outer Handle Replacement

NOTE: Raise the glass fully.

1. Remove:
® Door panel {see page 20-12)
® Plastic cover {see page 20-12)

2. Remove the access hole seal and mounting holts,
then remove the outer handle from the outside of
the door.

Pry the outer handle rod out of its joint using a flat
tip screwdriver.

CAUTION: Use protective tape around the outer
handle to prevent damage.

NOTE: To ease reassembly, note the location @&
of the outer handle rod on the joint before discon-
necting it.

PROTECTIVE TAPE JOINT

OQUTER HANDLE
ROD

OUTER HANDLE

OUTER
HANDLE ROD

OUTER HANDLE

ACCESS HOLE
SEAL

MOUNTING BOLTS

3. Installation is the reverse of the removal procedure.

20-12
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Doors

B Latch Replacement

NOTE: Raise the glass fully.

1. Remove:
® Door panel (see page 20-12)
® Plastic cover (see page 20-12}

2. Disconnect the lock rod from the latch side.
Remaove the screw and detach the fock rod, then re-
move the lock crank.

2 threads exposed

LOCK CRANK

LOCK ROD

3. Pry the outer handle rod out of its joint using a flat
tip screwdriver. Disconnect the connector.

4. Remove the screws, then remove the latch through
the hole in the door.

NOTE: Take care not to bend the inner handle rod.

NOTE: To ease reassembly, note the location @& of
the outer handle rod on the joint before disconnect-
ing it.

JOINT

OUTER HANDLE
ROD

QUTER HANDLE

SCREWS
6 x 1.0 mm

5 N-m (0.5 kg-m,
u.m_w.z.

Disconnect the connector.

5. Installation is the reverse of the removal procedure.

ﬁ Glass/Regulator Replacement

NOTE: Lower the giass fully.

1. Remove:
® Door panel {see page 20-12)
® Plastic cover (see page 20-12)
® Outer molding {see page 20-17)

2, Remove the mounting nuts, then remave the stop-
per plates.

NOTE: Scribe a line around the mounting nuts to
show the original adjustment.

STOPPER
PLATES

MOUNTING NUTS
8 x 1.25mm 22 N-m
(2.2 kg-m. 16 Ib-ft}

3. Remove the mounting bolts, then remove the inside
stabilizers from the door.

NOTE: Scribe a line around the mounting nuts to
show the original adjustment.

MOUNTING BOLT
8 x 1.25 mm

22 N-m (2.2 kg-m,
16 ib-ft)

INSIDE
STABILIZER

20-14

5.

4. Carefully move the glass until You can see the glass

mounting nuts, then remove them.

NOTE: Take care not to drop the glass inside the
door.

GLASS

GLASS MOUNTING NUTS

6x 1.0 mm 6 N-m (0.6 kg-m,
4.3 tb-fr)

Carefully pull the glass out through the window slot.

(cont’d)
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Doors
— Glass/Regulator Replacement (cont’d)

6. Remove the locknuts, then remove the center glass
guide.

NOTE:

® Hold the adjusting bolts with a hex wrench when
removing the locknuts.

@ Scribe a line around the locknuts to show the
original adjustment.

7. Disconnect the connector. Remove the two mount-
ing bolts, two roller guide bolts and loosen the two
mounting bolts. Remove the regulator through the
center hole in the door.

NOTE: Scribe a line around the roller guide boits to
show the original adjustment.

ADJUSTING BOLT

LOCKNUT

ROLLER GUIDE
BOLTS

MVM@ d

CENTER GLASS GUIDE

MOUNTING

BOLTS

6 x 1.0 mm

8 N'm

< (0.8 kg-m,
5.8 Ib-ft)

Loosen.

ROLLER GUIDE P

BOLT LB=3; MOUNTING

6x 1.0 mm 8 N-m » BOLTS

(0.8 kg-m, 5.8 Ib-ft) a 6 x 1.0 mm
8 N-m
(0.8 kg-m,
5.8 Ib-it)

ROLLER GUIDE REGULATOR
LOCKNUT

N

ADJUSTING BOLT

MOTOR MOUNTING

BOL

Grease the sliding surfaces of the regulator and
center glass guide where shown.

Before removing the power window motor, mark the
location by scribing a line across the sector gear and
regulator. Install using the motor mounting bolts.
Move the regulator to the original position by con-
necting a 12 V battery to the power window motor
{see section 23).

‘@ REGULATOR

TS

9

=S

SECTOR GEAR
CENTER GLASS

POWER WINDOW  GUIDE

MOTOR

12.

ADJUSTING 80LT
NOTE: Use liquid
thread lock.

. Installation is the reverse of the removal procedure.

. Roll the glass up and down to see if it moves freely

without binding. Also make sure that there is no
clearance between the glass and weatherstrip when
the glass is closed. Adjust the position of the door
glass as necessary (see page 20-18).

Reinstall the door harness correctly to the door {see
page 20-13).

. When reinstalling the plastic cover, apply adhesive
along the edge where necessary to maintain a con-
tinuous seal and prevent water leaks (see page
20-13).

4,

ﬁ Outer Molding Replacement

1.

NOTE: Lower the glass fuily.

Remove:
® Door panel {see page 20-12)
® Plastic cover (see page 20-12)

Peel the weatherstrip away from the door, then re-
move the screws.

Starting at S.a rear pry the outer molding up and
detach the clips, then remove the outer molding.

20,_._.w Take care not to twist or scratch the outer
molding.

OQUTER MOLDING

Ccup, 4
If necessary, replace any
damaged clips.

OUTER
MOLDING

STABILIZER

=5

, @ 0
OUTER
MOLDING

WEATHER-
STRIP

WEATHERSTRIP

STABILIZER, 2

NOTE: The numbers after the part names show the
quantities of the parts used.

Installation is the reverse of the removal procedure.

r Weatherstrip Replacement

D: Clip locations, 21 | @®: Clip locations, 6

& (&

SEALANT SEALANT

Sealant: Camedine #8500

WEATHERSTRIP

NOTE:

® Before installing the weatherstrip, apply clear
sealant to the door as shown.
® If necessary, replace any damaged clips.

20-16
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Doors
ﬁ Glass Adjustment

#: Adjusting bolt locations

GLASS

INSIDE

ROLLER
GUIDE

STABIUZER

Front: GLASS
STOPPER
PLATE
INSIDE
STABILIZER
STOPPER
FRONT
REAR \ ROLLER GUIDE GLASS
Rear: GLASS GUIDE » * GUIDE

INSIDE STABILIZER

STOPPER
PLATES

N\
\

STABILIZER

CENTER GLASS GUIDE

20-18

NOTE: Place the vehicle on a firm

. level surface when
adjusting the glass.

1. Remove the door trim (see page 20-47).

2. Remove the weatherstrip (see page 20-71).

NOTE:

® Pry the weatherstrip up at the center pillar, re-
move the six screws, then remove the weather-
strip with the center pillar retainer.

¢ Check the weatherstrip for damage or deteriora-
tion and replace if necessary,

Remove all retainers by removing the screws.

FRONT PILLAR
RETAINER

PLASTIC
GROMMET

WEATHERSTRIP

DOOR TRIM

CENTER PILLAR CENTER PILLAR
RETAINER MOLDING

SCREW

WEATHERSTRIP

4. Remove the door Panel and peel off the plastic cover
(see pages 20-3, 4, 12),

5. Remove the power door mirror {see page 20-27).

6. Remove the power window switch from the door
panel.

Front:

N POWER wiNDOW

¥ SwiTcH

Rear:

POWER WINDOW
&0 SWITCH

)

7. Connect the power window switch to the door har-
ness connectors.

o ———— T

POWER <<_ZUO<<|||J
SWITCH \I\|L

8. Carefully close the door while holding the glass to
prevent it from contacting the body.

9. Raise the glass fully.
NOTE: Check the door fit to the body opening.

(cont’d)
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Doors

— Glass Adjustment (cont’d)

10. Measure and record the clearance and ‘B’ between the glass and body at the locations shown.

11. Adjust the clearance as described in the steps. {12) thru (15).

Moeasuring Points

PLASTIC
GROMMET

““H’" Clearance

‘H’* Clearance

GLASS

‘‘B** Clearance Section (5)

Section D —-@), @®-@®

(Standard Clearance)

® Permissible tolerance: +0.1 mm (0.04 in}

Front: {12) and {13)

B 119.51145]|12.0( 120 17.0
(0.77)](0.57)((0.47)|{0.47}|(0.67)

A

Unit: mm (in}
Measuring 0] ® ® @ ®
\ Point sTias
H [11.0}100]| 9.0| 9. 5
Clearance (0.43}({0.39)((0.35)1(0.35)|(0.47)
Rear: {14) and (15)

== Measuring ® ® ®
Point
\\r Clearance! H [11.0| 9.0} 9.0|11.0

(0.43)](0.35}{(0.35){0.43)

B |17.0]|12.0|12.0(16.0
(0.67}/(0.47}1(0.47)|{0.63)

-~

Front Daor:

12. Adjust clearance “'H"" as foliows.

\W\: {see page 20-20)
GLASS

—1 Loosen the two mounting bolts and locknut
securing the front sash and move the front sash
all the way forward.

NOTE: Hold the adjusting bolt with a hex
wrench when loosening the locknut.
LOCKNUT

FRONT

MOUNTING BOLTS

ADJUSTING BOLT

—_—

—2 Loosen the nut securing the stopper plates.

—3 Loosen the nut securing the roller guide and
move the guide up or down to align the glass
with the body at the front and center pillars.

GLASS

ROLLER GUIDE

—4 Loosen the mounting nuts and locknuts secur-
ing the glass guides and adjust the glass fore
and aft by moving the glass guides.

NOTE: Hold the adjusting bolts with a hex
wrench when loosening the locknuts,

MOUNTING NUTS

ADJUSTING
BOLY

~5 Repeat the steps —3 thru —4 untif the clearance
"'H" is within the specified fimits, then fasten
the glass guides and roiler guide,
Press the stopper plates against the glass stop-
pers, then fasten the stopper plates.

NOTE: Check that the stopper plates contact
the glass stoppers evenly.

~{] STOPPER v;/,_.m {Rear) STOPPER PLATE {Front)

GLASS STOPPERS

—6 Align the front sash with the glass, then fasten
the front sash.

{cont’'d}
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Doors

— Glass Adjustment (cont’d)

13. Adjust clearance "B’ as follows.

GLASS

“B'" (see page 20-20)

—1 Lower the glass 10 mm (0.39 in}.

—2 Push the glass outward 10 mm {0.39 in), then
push the inside stabilizers against the glass light-
ly. Fasten the inside stabilizers.

NOTE: Check that the glass moves smoothly.

INSIDE
STABILIZER

—3 Loosen the locknut and turn the adjusting bolt
until the clearance ‘‘B'’ is within the specified
value.

Adjusting | Top Edge

Bolt of Glass
Clockwise | ** Moved
out

Counter- | = Moved
clockwise in

LOCKNUT
e

W]

ADJUSTING BOLT

NOTE: Turn the front and rear adjusting bolts the
same amount so as to keep the glass guide parallel
with the seating surface of the door.

After tightening the adjusting bolts, make sure that
the ends of the adjusting bolts stil! project out of the
locknuts.

= . cLasscuibE
-

DOOR

ADJUSTING BOLTS

LOCKNUT LOCKNUT

—4 Align the front sash with the glass with the
adjusting bolt at the bottom of the front sash.

Adjusting | Top Edge
FRONT SASH Bolt of Glass

Clockwise | = Moved
out

Counter- = Moved
clockwise in

LOCKNUT

ADJUSTING BOLT

—5 Move the glass up and down to seat it, then
measure the clearance *‘B’’ at the designated
locations.

— 6 Again measure the clearance “’H’’ to make sure
it is still within the specified limits at the desig-
nated locations.

NOTE: Repeat the above steps until the correct
clearances are obtained.
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Rear Door:
14. Adjust clearance ““H"’ as follows.

"H" (see page 20-20)

GLASS

—1 Loosen the nut securing the stopper plates.
—2 Loosen the nut securing the roller guide and

3.o<m the guide up or down to align the glass
with the body at the rear and center pillars.

GLASS

ROLLER GUIDE

-3 _.o.omm: the locknuts securing the center glass
.mcam and adjust the glass fore and aft by mov-
ing the center glass guide.

NOTE: Hold the adjusting bolts with a hex
wrench or flat tip screwdriver when loosening
the locknuts.

GLASS

ADJUSTING

ADJUSTING
BOLT

LOCKNUT *

—4 Repeat the steps —2 and —3 until clearance
""H"" is within the specified limits, then fasten
the center glass guide and roller guide.

Press the stopper plates against the glass stop-
pers, then fasten the stopper plates.

NOTE: Check that the stopper plates contact
the glass stoppers evenly.

STOPPER PLATE
(Front)

GLASS STOPPERS \

STOPPER PLATE
{Rear)

{cont’d)
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Doors

— Glass Adjustment (cont’d)

15. Adjust clearance ‘‘B’’ as foliows.

GLASS

"B’ (see page 20-20}
—.1 Lower the glass 10 mm {0.39 in).
—2 Push the glass outward 10 mm (0.39 in), then
push the inside stabilizers against the glass

lightly. Fasten the inside stabilizers.

NQTE: Check that the glass moves smoothly.

GLASS

INSIDE
STABILIZERS

\ INSIDE
STABILIZER

—3 Loosen the locknut at upper the center glass
guide and turn the adjusting bolt until the clear-
ance ‘B’ is within the specified value.

Adjusting | Top Edge

Bolt of Glass
Clockwise | *» Moved
out
GLASS Counter- = Moved
clockwise in

CENTER GLASS
GUIDE

ADJUSTING BOLT

CENTER GLASS
GUIDE

LOCKNUT
12 x 1.25 mm
22 N-m (2.2 kg-m, 16 Ib-ft)

NOTE: Do not adjust the adjusting bolts at
lower the center glass guide.

—4 Move the glass up and down to seat it, then
measure the clearance ‘‘B’’ at the designated
locations.

—b5 Again measure the clearance "’H'’ to make sure
itis still within the specified limits at the desig-
nated locations.

NOTE: Repeat the above steps until the correct
clearances are obtained.
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16. >«8~ the clearances have been adjustad properly,
reinstall the weatherstrip,

17. Reinstall the door trim.

18. Check that the glass contacts the weatherstrip
evenly.

NOTE: Measuring points are described
20-20. on peee

FRONT PILLAR
RETAINER

WEATHERSTRIP
DOOR TRIM
Center Pillar Section:
FRONT DOOR CENTER RE
GLASS PILLAR OP»M%UOON
MOLDING

CENTER PILLAR
RETAINER

19. Check for water leaks.

NOTE: Do not use high pressure water,

20. Route the door harness and connectors and fasten
them to the door {see pages 20-4, 13).

21. Attach the plastic cover, then install the door panel
(see pages 20-3, 4, 12, 13).
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Doors . . . Power Door Mirror
— Position Adjustment — Striker Adjustment — Replacement Mi
irror Holder Replaceme
ﬁ. nt
NOTE: Place the vehicle on a firm, level surface when Make sure the door latches securely without slamming. 1. Remove the door T
adjusting the doors. if it needs adjustment. . . panel (see page 20-3) and discon- 1.1 . . . .
j 9 : nect the power door mirror commector %wﬂw-ﬂ“ﬂ%u:ww :” the mirror housing through
: } , then loosen th ini
After installing the door, check for a flush fit with the 1. Draw a line around the striker for reference. 2. Pry the co ) screw. € actuator retaining
body, then check for equal gap between the front and ’ then r ver ﬂm:m_ out with a flat tip screwdriver,
rear, and top and bottom door edges and the body. 2. Loosen the screws and move the striker IN or OUT emove the cover panel.
The door and body edges should also be paralle!. Adjust to make the tatch fit tighter of looser. Move the strik- CAUTION: Wh . . .
at the hinges as shown. er UP or DOWN to align it with the latch opening. wrap it i...z. n prying with a flat tip screwdriver,
Then lightly tighten the screws and recheck. protective tape to prevent damage.
CAUTION: Place a shop towel on the jack to pre- 3 R
. Remo i ; .
vent damage to the door when loosening the door ve the screws while holding the door mirror.
and hings mounting bolts for adjustment.
DOOR MOUNTING BOLTS DOOR MIRROR
8 x 1.25 mm 30 N-m (3.0 kg-m, 22 ib-ft} Mt
Loosen the door mounting bolts slightly to STRIKER H RROR
move the door IN or OUT untit it's flush OUSING AC
with the body. If necessary, you can in- COVER PANEL mOMMb,_.Om RETAINING
stall a2 shim behind one hinge to make the
door edges PARALLEL with the body. 2. Pull th ) hold
. € mirror holder out from the mirror housi
HINGE MOUNTING BOLTS ousing.
8 x 1.25 mm 3. Pull the |
30 N'm (3.0 kg-m, 22 Ib-ft} . tne ock cap stopper up and remove the stop-
Loosen the hinge mounting bolts, per pin, then separate the actuator and mirror holder.
and move the door BACKWARD )
or FORWARD, UP or DOWN as
necessary to equalize the gaps. MIRROR HO
g 9ap: SCREWS USING
8 x 1.25 mm e
18 N'm (1.8 kg-m,
13 Ib-ft}
HINGES
SCREWS /
NOTE: ACTUATOR
L] Io_a the outer handle out and v:.m: the door POWER DOOR HOLDER
against the body to be sure the striker allows a MIRROR
flush fit. CONNECTORS
. 5 STOP|
@ Do not tap the striker with a metal hammer to ad- PER
SHOP TOWEL . - PIN ACTUATOR
o just the position. 4. Installation is th
Mk ion is the reverse of the removal procedure.
3. |f the door latches properly, tighten the screws and 5. Check for water leaks,
recheck. -
NOTE: Do not use high
NOTE: Replace the striker if it is cracked. 9N pressure water.
= C MIRROR HOLDER
= sy LOCK CAP
7 STOPPER s
v ~—f P CREASE ||
]
/ // 4. Installation is the reverse of the removal procedure.
The door and body edges should be paralle. NOTE: Apply grease to the locations indicated by
the arrows.
NOTE:
® Check for water leaks.
® Do not use high pressure water.
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Windshield, Rear Window

Index
NOTE: The numbers after the part names show the quantities of the parts used.

Windshield: UPPER MOLDING

RIGHT SIDE MOLDING
UPPER CLIP A, 4

m@@s\ UPPER CLIP B, 5

N @\
T
= g

RUBBER DAM

LEFT SIDE MOLDING

SIDE CLIP B, 4
WINDSHIELD /
Removal, page 20-29 AINER, 5
installation, page 20-30 RET. ’ SIDECLIPA, S5
Rear Window:
CLIP B, 16

M UPPER JOINT MOLDING

RUBBER DAM
) CLIPA, 8

LOWER JOINT
MOLDING

LOWER
SPACER, 2

REAR WINDOW
Removal, page 20-34
Instatlation, page 20-36

20-28

MOLDING HOLDER, 4

Windshield

ﬁ Removal

CAUTION:
® Wear gloves to remove and install the windshield.
® Use seat covers to avoid damaging any surfaces.

1. To remove the windshield, first remove the:
® Rearview mirror {see page 20-57).
® Sunvisors, center visor and ceiling light {see page
20-48

r trim (see page 20-47).
® Front wipers and air scoop (see section 23).

2. Detach the clips from the retainers, then remove the
both side moldings as shown.

NOTE:

® If necessary, replace any damaged clips.

® The numbers after the part names show the quan-
tities of the parts used.

%

SIDE
SIDE CUP = CLIP A.5
B, 4 \
4 g
{7
SIDE MOLDING

NOTE: You will need a molding clip release tool to
remove some moldings. f necessary, make one that
has the dimensions shown.

Molding Clip Retease Tool:

Thickness: 2 mm (0.08 in), pointed at the end.

z
R T
gSE m\ cE
Ex®Llg E®
SM - o5
-3 e

38 mm
{1.49 in)

3. Remove the upper molding with a molding clip
release tool.

4. Detach the clips and remove the upper moldings.

NOTE: The numbers after the part names show the
quantities of the parts used.

CUPA, 4

WINOSHIELD

CLIPB. 5 //

{Body side)
~

5. Remove the ather clips and retainers from the body.

6. Pull down the front of headliner (see page 20-48).

CAUTION: Take care not to bend the headliner
excessively.

7. Apply protective tape to the edge of the dashboard
and body as shown.

PROTECTIVE
TAPE DASHBOARD
PROTECTIVE
TAPE
ADHESIVE
RUBBER
DAM WINDSHIELD
N DASHBOARD
PROTECTIVE

TAPE . /2
RUBBER DAM

ADHESIVE {cont'd)
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Windshield

[J_mﬂ‘ N
i
B Removal (cont’d) ﬁ Installation
8. Using an awl, make a hole through the rubber dam 1. Scrape the old adhesive smooth with a knife, to a . 4. Glue the rubber dam to the inside face of the wind- 6. Set the windshield upright on the lower spacers, then

and adhesive from inside the car. Push the piano wire thickness of about 2 mm {0.08 in) on the bonding shield as shown, to contain the adhesive during in- center it in the opening. Make alignment marks
through the hole and wrap each end around a piece surface around the entire windshield opening flange. g stallation. across the windshield and body with a grease pen-
of wood. i cil at the four points shown.

NOTE: R NOTE: Be careful not to touch the windshield where

® Do not scrape down to the painted surface of the adhesive will be applied.

PIANO WIRE PROTECTIVE TAPE body; damaged paint will interfere with proper ALIGNMENT MARKS
bonding. E WINDSHIELD
® Remove the rubber dam and lower spacers from

WINDSHIELD

“the body.

® Mask off surrounding surfaces before painting. |
s 9 mm (0.35 in)
2. Clean the body bonding surface with a sponge damp- .
ened in alcohol. 4 RUBBER
< DAM
NOTE: After cleaning, keep oil, grease and water

WINDSHIELD

from getting on the surface.

3. If the old windshield is to be reinstalled, use a putty :
WINDSHIELD
knife to scrape off all traces of old adhesive, then N
clean the windshield surface with alcohol where

RUBBER DAM ADHESIVE
new adhesive is to be applied. :
NOTE: Make sure the bonding surface is kept free : RUBBER LOWER SPACERS
9. With a helper on the outside, pull the piano wire back of water, oil and grease. DAM
and forth in a sawing motion and carefully cut i 5. Install the clips and retainers as shown
through the adhesive mac:a.arm m.::S windshield, CAUTION: Avoid setting the windshisld on its Glue the lower spacers to the body. ’ 7. With a sopnge, apply a light coat of glass primer
then carefully remove the windshield. edges: small chips may later develop into cracks. around the edge of the windshield as shown, then
X lightly wipe it off with gauze or cheesecloth.
CAUTION: Hold the piano wire as close to the z,mﬁ.m.”m”moﬂ_.ﬂw 18 after the part names show the
windshield as possible to prevent damage to the 9 P : NOTE:
body and dashboard. UPPER CLIP B, 5 ® Do not apply body primer to the windshield, and
do not get body and glass primer sponges mixed
up.

WINDSHIELD

® Never touch the primed surfaces with your hands.
If you do, the adhesive may not bond to the wind-
shield properly, causing a leak after the wind-
shield is installed.

® Keep water, dust, and adrasive materials away
from the primed surface.

Clean the shadowed Y1r: Apply glass primer here. WINDSHIELD

area.
20 mm {0.78 in} H
PIANO WIRE 9 mm (0.35 in}
All around.
'
RUBBER
DAM
LOWER SPACER L |
Replace.
10. Cut the lower spacers away from the body with a
RETAINER, 10 WINDSHIELD

knife; they are cemented in place.

NOTE: Replace the lower spacers with new ones = LOWER SPACER, 2
whenever the windshield is removed.

(cont'd)
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Windshield

r Installation {cont’d)

8. With a sponge, apply a light coat of body primer to
the original adhesive remaining around the wind-
shield opening flange. The windshield should be in-
stalled 10 minutes after you apply the body primer.

NOTE:

® Do not apply glass primer to the body, and the
careful not to mix up glass and body primer
sponges.

¢ Never touch the primed surfaces with your hands.

® Mask off the dashboard before painting the
flange.

WY . Apply body primer here.

9. Thoroughly mix all the adhesive and hardener
together on a glass or metal plate with a putty knife,

NOTE:

@ Clean the plate with a sponge and alcohol before
mixing.

® Follow the instructions that come with the
adhesive.

10. Before filling a cartridge, cut the end of the nozzle
as shown.

Cut nozzle end
as shown,
10 mm (0.39 in}

7 mm {0.27 in)

11. Pack adhesive into the cartridge without air
pockets to ensure continuous delivery. Put the car-
tridge in a caulking gun and run a bead of adhesive
around the edge of the windshield as shown.

NOTE: Apply the adhesive within 30 minutes after
applying the glass primer.

1T mm
(0.04 in)
2 mm
(0.08 in) RUBBER
13 mm . DAM
(0.51 in) ' ADHESIVE
s
8 mm {0.31in)
WINDSHIELD _

'
t
Make a slightly thicker \
bead at each corner.

12. Use suction cups to hold the windsheld over the
opening, align it with the alignment marks made in
step 6 and set it down on the adhesive. Lightly push
on the windshield until its edge is fully seated on the
adhesive all the way around.

NOTE: Do not close or open the doors until the
adhesive is dry.

ALIGNMENT MARKS

WINDSHIELD

SUCTION CuPS
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13. Install the clips on the lower molding, upper mold-
ing and side molding.

UPPER MOLDING

N

UPPER CLIP
A 4

SIDE MOLDING

SIDE CLIP B, 4 SIDECLIP A, 5

NOTE: The number after the part names show the
quantities of the parts used.

14. Scrap or wipe the excess adhesive off with a putty
knife or towel.

NOTE: To remove adhesive from a painted surface
or the windshield wipe with a soft shop towel damp-
ened with alcohot.

15. Install the upper molding and fower molding.

UPPER
MOLDING

UPPER
MOLDING

16. Install the side molding.

SIDE
MOLDING

SIDE CLIP A
SIDE
MOLDING
y RETAINER
W RETAINER

SIDE CLiP B

17. Let the adhesive dry for at least one hour, then spray
water over the windshield and check for leaks. Mark
leaking areas and let the windshield dry, then seal
with sealant.

NOTE:

@ Letthe car stand for at least four hours after wind-
shield installation. If the car has to be used wi-
thin the first four hours, it must be driven slowly.

® Keep the windshield dry for the first hour after
installation.

® Check that the ends of the side molding are set
under the air scoop.

18. Reassemble all removed parts.

NOTE: Install the rearview mirror after the adhesive
has dryed thoroughly.
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Rear Window

Removal
ﬁ

CAUTION:
@ Waear gloves to remove and install the rear window.

® Do not damage the defroster grid lines.

1. To remove the rear window, first remove:
® Trunk lid {see page 20-69)
® Rear seat-back (see page 20-53)
® Rear shelf {see page 20-47)
® Rear pillar trim panel (see page 20-47)

2. Disconnect the defroster leads, and remove their
holders.

NOTE: Avoid scratching the rear window with the
cutter blade.

3. Remove the molding holders and detach each clip
B (see molding clip release tool page 20-29}.

NOTE: The numbers after the part names show the
quantities of the parts used.

CuPB, 8
{Body Side)
~

SIDE
MOLDING

MOLDING

Molding holder removal: HOLDER, 4

SCREW

1) Remove or ioosen the screw.

2} Place the screw in the screw
grommet again {do not screw it
in) and press it down.

3) Pull the screw with the molding
holder out of the body.

4. Detach each clip A and remove the side molding.

NOTE: The numbers after the part names show the
quantities of the parts used.

CLIP A, 6

UPPER JOINT
MOLDING

LOWER JOINT
MOLDING

5. Remove the other clips and retainers from the body.
6. Pull down the rear of the headliner (see page 20-48).

CAUTION: Take care not to bend the headliner
excessively.

7. Apply protective tape to the edge of the body as
shown.

PROTECTIVE TAPE

e

ADHESIVE  RUBBER

DAM
GLASS
RUBBER
pam X
), ADHESIVE
PROTECTIVE
" TaPE
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8. Using an awl, make a hole through the rubber dam
and adhesive from inside the car. Push the piano wire
through the hole and wrap each end around a piece
of wood.

9. With a helper on the outside, pull the piano wire back
and forth in a sawing motion and carefully cut
through the rubber dam and adhesive around the en-
tire rear window, then carefuily remove the rear
window.

CAUTION: Hold the pianc wire as close to the rear
window as possibie to prevent damage to the body.

PROTECTIVE
TAPE

PIANO WIRE
PIANO
WIRE

GLASS

REAR
WINDOW

LOWER SPACERS

10. Cut the lower spacers away from the body with a
knife: they are cemented in place.

NOTE: Replace the lower spacers with new ones
whenever the rear window is removed.
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Rear Window

1.

ﬁ Installation

20 mm (0.78 in)

Scrape the old adhesive smooth with a knife, to a
thickness of about 2 mm {0.08 in) on the bonding
surface around the entire rear window flange.

NOTE:

® Do not scrape down to the painted surface of the
body; damaged paint will interfere with proper
bonding.

¢ Remove the rubber dam from the body.

® Mask off surrounding surfaces before applying
primer.

2. Clean the body bonding surface with a sponge damp-
ened in alcohol.

NOTE: After cleaning, keep oil, grease and water
from getting on the surface.

3. Ifthe old rear window is to be reinstalled, use a put-
ty knife to scrape off all traces of old adhesive, then
clean the rear window surface with alcoho! where
new adhesive is to be applied.

NOTE: Make sure the bonding surface is kept free
of water, oil and grease.
CAUTION: Avoid setting the rear window on its
edges; small chips may later develop into cracks.
Clean the
shadowed
area.

REAR WINDOW

&

PIN

Install the molding clips and retainers as shown. Glue
the lower spacers to the body.

NOTE: The numbers after the part names show the
quantities of the parts used.

LOWER
CLIP B, 16 SPACER, 2
5. Glue the rubber dam to the inside face of the rear
window as shown to contain the adhesive during in-
stallation.
NOTE: Be careful not to touch the rear window
where ahesive will be applied.
REAR WINDOW
9 mm (0.35 in}
All around.
RUBBER
DAM

GLASS

RUBBER DAM

6. Set the rear window upright on the fower spacers,

then center it in the opening. Make alignment marks
across the rear window and body with a grease pen-
cil at the four points shown.

ALIGNMENT MARKS

REAR
WINDOW

LOWER SPACERS

7. With a sponge, apply a light coat of glass primer

around the edge of the rear window as shown, then
lightly wipe it off with gauze or chessecloth.

NOTE:

® Do not apply body primer to the rear window, and
do not get body and glass primer sponges mixed
up.

® Never touch the primed surfaces with your hands.
If you do, the adhesive may not bond to the rear
window properly, causing a leak after the rear
window is installed.

® Keep water, dust, and abrasive materials away
from the primed surface.

WL - Apply glass primer here.

9 mm

(0.35 in} RUBBER
DAM
GLASS

REAR WINDOW

8. With a sponge, apply a light coat of body primer to
the original adhesive remaining around the rear win-
dow opening flange.

The rear window should be installed 10 minutes
after you apply the body primer.

NOTE:

® Do not apply glass primer to the body, and be
careful not to mix up glass and body primer
sponges.

® Never touch the primed surfaces with your hands.

W - Apply body primer hera.

9. Throughly mix the adhesive and hardener together
on a glass or metal plate with a putty knife. Follow
the instructions that came with the adhesive.

NOTE:
® Clean the piate with a sponge and alcohol before

® Follow the instructions that came with the
adhesive.

10. Before filling a cartridge, cut the end of the nozzle
as shown.

Cut nozzle end
as shown.

10 mm (0.39 in}

7 mm {0.27 in)

{cont’d)
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Rear Window

r Installation (cont’'d)

11. Pack adhesive into the cartridge without air pock-
€ts to ensure continuous delivery, Put the cartridge
in a caulking gun and run a bead of adhesive around
the edge of the rear window as shown.

NOTE: Apply the adhesive within 30 minutes after
applying the glass primer.

I-ITN mm (0.08 in}
13 mm . ADHESIVE Make a slightly thicker
{0.51 in} bead at each corner.
b—v

8 mm (0.31 in)

1 mm {0.04 in)
RUBBER
DAM

REAR WINDOW

12. Use suction cups to hold the rear window over the
opening, align it with the alignment marks made in
step 6 and set it down on the adhesive. Lightly push
on the rear window until its edges are fully seated
on the adhesive all the way around.

NOTE: Do not close or open the doors until adhe-
sive is dry.

REAR WINDOW

ALIGNMENT
SUCTION MARKS

cups

13. Scrape or wipe the excess adhesive off with a put-
ty knife or towel.

NOTE: To remove adhesive from a painted surface
or the rear window, use a soft shop towel dampened
with alcohol.

14. Install the clips and molding holders on the side
molding.

NOTE: The numbers after the part names show the
quantities of the parts used.

SIDE MOLDING

MODLING
HOLDER, 4

4
screw >

| grommet. H ~
B

MODLING HOLDER
15. Instail both side moldings.

cuP A
UPPER JOINT
MOLDING

LOWER JOINT
MOLDING

MOLDING
HOLDER
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Let the adhesive dry for at least one hour, then spray
water over the rear window and check for leaks.
Mark feaking areas and let the rear window dry, then
seal with sealant.

NOTE: Let the car stand for at least four hours after
rear window instailation. If the car has to be used
within the first four hours, it must be driven slowly.

Raise the headliner back up into position reconnect
the defogger leads, then install;

@ Rear pillar trim panel.

@ Rear shelf.

® Rear seat-back.




Moonroof
Index

ﬁ Troubleshooting

SLass . Probable Cause
Adjustment, page 20-42 Symptom
Replacement, page 20-43 Water leaks 1. Clogged drain tube.
2. Gap between glass weatherstrip and roof panel.
3. Defective or improperly installed glass weatherstrip.
4. Gap between drain seal and roof panel.
STAY COVER N .
Wind noise 1. Excessive clearance between glass weatherstrip and roof panel.
CABLE ASSEMBLY Deflector noise 1. _BuS.nm‘a clearance cm:zmmq deflector seal and frame seal.
Replacement, page 20-45 2. Insufficient deflector extension.
3. Deformed deflector.
®
FRONT SLIDER K Motor noise 1. Loose motor.
; 2. Worn gear or bearing.
Aot E 3. Cabl bl
Replacement, page 20-44 x . Lable assembly.
Glass does not move, but motor 1. Clutch out of adjustment.
turns 2. Foreign matter stuck between guide rail and slider.
3. Inner cable loose.
4. Cable assembly.
DEFLECTOR
Adjustment, page 20-42 Glass does not move and motor 1. Blown fuse.
Replacement, page 20-46 does not turn (Glass can be 2. Faulty switch.
; moved with moonroof wrench}) 3. Battery run down.
4. Defective motor.
5. Faulty relay.

GUIDE RAIL

SUNSHADE
Replacement, page 20-43

RAIL HOLDER COVER 1%@

SUNSHADE RAIL lvm.m
HOLDER

FRONT SHIM

SUNSHADE
RAIL

B Glass Rear Edge Closing Adjustment
LIFT-UP GUIDE

Adjustment, page 20-41
Open the glass about a foot, then close it to check where
rear edge begins to rise. If it rises too soon and seats too
tightly against the roof panel, or too late and does not

DRAIN SEAL seat tightly enough, adjust it.

1. Open the glass fully.

FRONT DRAIN
TUBE

2. Remove the rail covers {see page 20-46) from both

sides, and loosen the lift-up guide nuts. LINK STOPPER

3. Move the lift-up guides and fink stopper forward or
backward, then tighten the lift-up guide nuts and
recheck glass closing.

<

% LIFT-UP GUIDE
The lift-up guides have piches of 1.5 mm (0.06 in) GLASS
% QA each and can be adjusted two pitches forward or LINK LIFTER 1
TUBE CLIP ] backward.
» |
4. If necessary, lower the rear of the headliner and re- F 2 T =5
move the motor {see page 20-44), then adjust the SLIDER

FRAME

inner cables (location of sliders) until they are parallel.
Replacement, page 20-44

: LFT-UP GUIDE  INNER CABLE
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Moonroof
_l Glass Height Adjustment

The roof panel should be even with the glass weather-
strip, to within 1 + 0.5 mm (0.04 + 0.02 in) all the way
around.

If not, open the glass fully, and:

1+0.5mm GLASS WEATHERSTRIP

L J/xoo.n PANEL GLASS
Front:

1. Pry out the rail holder cover (see page 20-46) and
loosen the mounting nut.

2. Install the front shims between frame and sunshade
rail holder.

FRONT: Shim thickness Max. 2 mm {0.08 in)

Y SUNSHADE
RAIL HOLDER S RAIL HOLDER
COVER
MOUNTING
NUT

Rear:
1. Remove the rail cover (see page 20-46) and loosen
the lift-up guide nut.

2. Install the rear shims between guide rail and sun-
shade rail.
REAR: Shim thickness Max. 2 mm {0.08 in}

LINK STOPPER
GUIDE RAIL

SUNSHADE RAIL
LIFT-UP GUIDE
LIFT-UP

M W ~ /\mm>x SHIM
GUIDE NUT

3. Repeat on opposite side if necessary.

4. Side-to-side fit of the glass weatherstrip can be ad-
justed by loosening the frame mounting boits and
moving the frame (see page 20-44).

ﬁl Deflector Adjustment —————

NOTE: A gap between deflector seal and roof panet will
cause wind noise when driving at high speed with the
glass open.

1. Open the glass and pry the rail covers {see page
20-46) off both sides.

2. Loosen the deflector mounting nuts.

NOTE: The deflector can be adjusted 2 mm (0.08
in) forward or backward.

DEFLECTOR
MOUNTING
NUT

DEFLECTOR
3. Adjust the deflector forward or backward so the
edge of the deflector seal touches the roof panel
evenly. The deflector seal should touch the roof
panel across entire front edge.

16 mm (0.6 in) >
SN // \
Rﬂ DEFLECTOR
5 DEFLECTOR

4 SEAL m
!
]

ROOF PANEL

NOTE: The height of the deflector when open can-
not be adjusted. If damaged or deformed, repace it
{see page 20-46).

r Glass and Sunshade Replacement

20-42

1. Open the glass fully.

2. To remove the glass, first remove:

® Rail holder covers

® Rail covers

® Sunshade rail holders
® Deflector

® Link stoppers

® Lift-up guides

SUNSHADE
RAIL

3. Slide the glass forward using the moonroof wrench,
then remove the front sliders from the sunshade rails.

NOTE: Do not scratch the roof panel with the front
slider.

4. Lift the sunshade rail with the guide rail and insert
a spacer such as a wooden biock to prevent inter-
ference between the sunshade rail and bolt.

SUNSHADE
BoLT RA{L

GUIDE RAIL

FRONT
SLIDER

Z

NOTE: The wooden block must be taller than the
bolt.

5. Remove the link siider from the inner cable sliders
by lifting the glass, then remove the glass.

GLASS

INNER CABLE SLIDER

LINK SLIDER

6. Slide the sunshade forward, then remove the
sunshade.

SUNSHADE

SUNSHADE
RAIL

7. Installation is the reverse of the removal procedure.

NOTE:

® Take care not to pinch the drain seal in the sun-
shade rail.

® Check for water leaks.
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Moonroof

r Motor, Drain Tube and Frame Replacement

CAUTION: Be careful not to damage the seats, dashboard and other interior trim.

1. Remove the headliner (see page 20-48).

NOTE: When removing the motor, remove the two mounting bolts and three nuts.
3. Disconnect the drain tubes.
4. Remove the 10 mounting bolts and rear hooks, then remove the frame from the car.

NOTE: You may require assistance when removing the frame.

CONNECTOR

TUBE FRAME
CLIP  pRain

DRAIN TuBE

O

Remove the front mounting

2. Disconnect the connector of the motor: remove the clips securing the ceiling light wire harness.

REAR HOOK

MOUNTING BOLT

/!
bolts last.
DRAN TUBE "

To install, slide the drain tube ~
over the frame nozzle at least
10 mm (0.4 in).

5. Pull the drain tubes out the front and rear piflars.

MOTOR

NOTE: Before pulling out the drain tube, tie a string
to the end of it so it can be reinstalled.

i
i

/ FRONT DRAIN

TUBE

DRAIN VALVE

DRAIN VALVE

6. Installation is the reverse of the removal procedure.

NOTE:

® Insert the frame’s rear hooks into the body holes.

® Install the tube clips with the ends facing the side to ease installation of the headliner.
® Clean the surface of frame.

® Check the drain seal.

® Check for water leaks.

Make sure the sliders are
parallel when installing the

MOUNTING
BOLT

MOUNTING
NUT

20-44

ﬁo:mnm Rails/Cable Assembly Replacement

1. With frame out of the car, remove the motor from the frame (see page 20-44).

2. Remove the mounting nuts and lift off the guide rails, then remove the cable assembly with siiders attached.

3. If necessary, remove the sunshade rail and drain seal from the frame.

NOTE: Take care not to bend the cable pipes and guide rails.

INNER CABLE
GUIDE RAIL Apply molybdenum grease.
CABLE
DRAIN SEAL SLIDER
DRAIN SEAL ~ ASSEMBLY
MOUNTING
GUIDE RAIL
SUNSHADE
RAIL

FRAME

4. Installation is the reverse of the removal procedure.

NOTE:

® Take care not to damage, twist or lift the drain
seal.

® Make sure the sliders are parallel when installing
the motor,

B Link Slider/Lift-up Link Disassembly

1. Remove the glass (see page 20-43},

LINK LIFTER LINK SLIDER

2. Pull the front slider from the front stay.
3. Remove the link lifter, then remove the E-clip.

4. Remove the lift-up link from the rear stay. Drive the
link shaft out, then separate the lift-up link and link
slider.

Replace.

COLLAR | COLLAR
N LIFT-UP LINK

5. Installation is the reverse of the removal procedure.

NOTE:
FRONT SLIDER ® Damaged parts should be replaced.
FRONT o .
STAY ® Apply the grease to the sliding portion.
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Moonroof Interior Trim
Opening Drag Check Closing Force Check M Replacement
ﬁl {Motor Removed) {Motor Installed) B Clip locations
Before installing the motor, measure the effort required 1. Afterinstalling all removed parts, have a helper hold A 33
to open the glass using a spring scale as shown. the switch to close the glass while you measure the . _m. 2 _ c 2 D.6 £ a £ 2
force required to stop it. Attach a spring scale as ‘ * _
CAUTION: When using a spring scale, protect the shown. Read the force as soon as glass stops mov- ' I '
leading edge of the glass with a shop towel. ing, then immediately release the switch and spring _
scale. : - - / - / . / /
If the load is over 98 N (10 kg, 22 Ibs), check side clear- Disassemble in the numbered sequence. - -
ance and glass height adjustment {see page 20-42). CAUTION: When using a spring scale, protect the 204m” Take care not to bend or scratch
leading edge of the glass with a shop towel. the trim and panels.
REAR PILLAR
Closing Force: 196 —245 N ﬂﬂmn_q PILLAR T

{2030 kg, 4455 Ibs)

==
=) \ \\ ) A
A \ , S
; = A
N . (@ FRONT PILLAR TRIM by
First remove the front seat

=

READING LIGHT

o
r

belt upper anchor bolt (see (SREAR PILLAR TRIM

\ page 20-64),
\N SHOP < il TRIM PANEL
GLASS TOWEL
SPRING
SCALE
(3FRONT DOOR Z
A TRIM \ SIDE SEAT TRIM
LA TOWEL
GLASS SCALE
H H (@KICK PANEL s i1.REAR DOOR
- Lift-up Guide/Deflector * , SILL MOLDING
_&mﬁ_mnm-ﬂm:» 2. If the force is not within specification, install a new L (2)CENTER PILLAR
Mounting nuts torque: 9 N-m (0.9 kg-m, 6.5 Ib-ft) lock washer, adjust the tension by turning the motor V\ LOWER TRIM |
clutch adjusting nut, then bend the lock washer ‘ I S
NOTE: On reassembly, use liquid thread lock. against the motor clutch adjusting nut. (FRONT DOOR A (DREAR TRIM PANEL
SILL MOLDING
Ly
RAIL HOLDER ASER
DEFLECTOR COVER Replace.

Check that the deflector seal
touches the roof panel.

@ FUSE PANEL
{Left side)

MOTOR CLUTCH

ADJUSTING NUT IGHT TRUNK

1DE PANEL

G

“wxn

RAIL COVER

SPEAKER COVER

SEAT BELT

3 \\/\ - GUIDE
= Q J REAR SHELF
& 7 LINK STOPPER To increase

COUNTER- P
LIFT-UP GUIDE ao-nm.\ CLOCKWISE Installation is the reverse of the removal procedure)
Check the side-to-side location. To decrease ) NOTE: If necessary, replace any damaged clips. ‘ZTRUNK FRONT PANELS
force. 5
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Headliner

ﬁ Replacement

1.

Remove:
® Sunvisors and center visor ® Roof trim and access cap
® Ceiling light ® Grab handles

® Rearview mirror (see page 20-57)
® Front pillar trim (see page 20-47)
® Rear pillar trim (see page 20-47)

® Front seat {see page 20-49)
® Rear seat {see page 20-53)

Remove the clips, then remove the headliner.

Clip locations, 3

@ GRAB HANDLE

GRAB HANDLE ROOF TRIM

HEADLINER

SUNVISOR

CENTER VISOR
REAR PILLAR

TRIM FRONT PILLAR

TRIM CEILING

LIGHT LENS

Remove the headliner from the passenger’s side door

opening. l

NOTE:

® Take care not to bend the headliner.

® Keep water away from the headliner.

® Be careful not to damage the dashboard and other
interior trim.

IR

N g N
N
R

® When inserting the headliner through the door epening, be careful not to fold or bend it. Also, be careful not to
scratch the body,

® Check that both sides of the headliner are securely attached to the trim.
® When installing the roof trim, install the joint towards the rear.

N
HEADLINER

Installation is the reverse of the removal procedure.
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Seats

r Front Seat Replacement

NOTE: Take care not to scratch the front seat covers and
body.

1. Remove the mounting bolt covers as shown.

2. Remove the seat mounting bolts and disconnect the
connectors, then remove the front seat.

3. Remove the screws, then remove the recline cover.
Disconnect the connector.

4. Remove the seat cushion.

MOUNTING BOLT
COVER

SEAT SEAT CUSHION
MOUNTING BOLT
10x 1.25 mm SEAT
35 N'm (3.5 kg-m, MOUNTING BOLT
25 Ib-ft} 10x 1.25 mm
10 x 1.25 mm 35 N-m (3.5 kg-m,
43 N-m (4.3 kg-m, 25 Ib-r)

31 Ib-tt)

MOUNTING
BOLTS
10x1.25 mm
35 N'm
{3.5 kg-m,
25 |b-ft)

RECLINE
10 x 1.25 mm

43 N-m (4.3 kg-m
31 Ib-fr)

SLIDE JOINT

CABLE

NOTE: Take care not

to bend the slide joint cable.

MOUNTING BOLT
COVER

5. Remove the back cover.
Pull back the seat cover and remove the mounting
bolts.

Remove the pivot nut, then remove the seat-back.

PIVOT COVER

BACK
MOUNTING BOLTS PIVOT NUT COVER
10x1.25 mm 8 x 1.25 mm
43 N-m (4.3 kg-m, 22 N-m (2.2 kg-m,
31 ib-f) 16 Ib-ft)

6. Installation is the reverse of the removal procedure,

NOTE: Before installing the seat-back, make sure the
wire harnesses are not pinched.

» . Clip locations, 4
B : Tie bend locations, 2

RECLINE

{
i
!

To seat belt

buckle. h

WIRE HARNESS

S sear.

] BACK
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Seats

‘| Front Seat Linkage Disassembly

NOTE;
® Apply grease to the moving surface. ] )
® Before installing the front seat linkage, make sure there are no twisted or pinched wire harness.

Boit torque:
@® 22 Nem {2.2 kg-m, 16 ft-ib)
@ 5 N-m (0.5 kg-m, 3.6 ft-Ib)

Power two-way adjustable:

POWER SEAT
RECLINE SWITCH
MOTOR

SEAT BELT BUCKLE
(see page 20-54)

OUTER SEAT
TRACK/RECLINE
ADJUSTER

CABLE
NOTE: Take care not to
bend the slide joint cable.

SLIDE
GEARBOX

Manually adjustable:

RECLINE
ADJUSTER

OUTER SEAT
TRACK

ﬁ Front Seat Cover Replacement

CAUTION: Wear gloves to remove and install the front
seat covers.

NOTE: Take care not to tear the seams or damage the
front seat covers.

Seat-back and headrest cover removal:
1. Remove the seat-back {see page 20-49).

2. Remove the lumbar support knob.

3. Loosen the seat-back cover by releasing all the hooks
and inside springs.

4. Remove the headrest and headrest guides, then re-
move the seat-back cover.

cLip

LUMBER

SUPPORT
KNO8
& /
INSIDE

SPRING

SEAT-BACK
COVER

INSIDE
SPRING

HEADREST
GUIDES
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S,

1.

2.

eat cushion cover removal:
Remove the seat cushion (see page 20-49).

Remove ali hooks and clips from under the seat
cushion, then loosen the seat cushion cover.
Separate the seat cushion cover and frame.

Clip removal:
CLIP

O : Clip locations, 11

SEAT CUSHION
COVER FRAME

{cont’d)
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Seats

Front Seat Cover Replacement —

{cont’d)
3. Pull back the edge of the seat cushion cover all the
way around. Release the clips, then separate the seat
cushion cover.

O : Clip locations, 9

SEAT CUSHION
COVER

PAD

4. Installation is the reverse of the removal procedure.

NOTE:

® To prevent wrinkles when installing a seat cover,
make sure the material is stretched every over the
pad before securing all the clips.

® Replace the clips with new ones.

UPHOLSTERY RING PLIERS
Commercially available.

WIRE

{Cover side} WIRE (Pad side}

ﬁmmm.. Seat Replacement

Disassemble in the numbered sequence.

NOTE: Take care not to split the seams or damage the rear seat covers.

+ _~HEADREST HEADREST

SEAT-
BACK

(6 HOOK

/
/

@® 6x1.0 mm B /i
(1.0 kg-m, 7.2 Ib-ft)

G @ sEAT-BACK

&
® 6x1.0mm

o N 10N-m (1.0 kg-m, 7.2 lb-ft)
5 . -
<2 ’ ARMREST FRAME
{Canada modal)
©)] 8 x 1.25 mm

. 22 N-m (2.2 kg-m,
16 Ib-ft)

@SEAT CUSHION

6x 1.0 mm
10 N-m (1.0 kg-m,
7.2 Ib-ft}

Instailation is the reverse of the removal procedure.

NOTE: Before attaching the seat-back and seat ARMREST FRAME
cushion, make sure there are no twists in the rear ARMREST {USA model)
seat beit.
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Seat Belts

‘l Front Seat Belt Replacement

removal and installation.
1. Remove the center pillar lower trim (see page 20-47).

2. Remove the upper anchor bolt, lower anchor bolt,
retractor bolt, retractor mounting bolt and center an-
chor boit, then remove the front seat belt and seat
belt buckie.

NOTE: When removing the upper, lower and center
anchor bolts and retractor bolt, use a 17 mm sock-
et or box-end wrench.

FRONT SEAT BELT

RETRACTOR
MOUNTING BOLT
6x1.0 mm

10 N'm

(1.0 kg-m, 7.2 |b-f1)

RETRACTOR BOLT
7/16-20 UNF

32 N'm (3.2 kg-m,
23 Ib-ft}

Routeing the s\:m\‘

harness see page
20-49.

3. Check that the retractor locking mechanism func-
tions as described on page 20-56.

4. Installation is the reverse of the removal procedure.

NOTE:

® Make sure you assemble the washers and collars
on the upper, center and lower anchor bolts as
shown.

® Before reinstalling the center pillar lower trim,
make sure there are no twists or kinks in the seat
belts.

® Onreassembly, replace the upper and center an-
chor bolts (*) and use liquid thread lock.

RETRACTOR

CAUTION: Check the front seat belts for damage and repiace them if necessary. Be careful not to damage then during

SHOULDER
ANCHOR
ADJUSTER

*UPPER ANCHOR BOLT
7/16-20 UNE
' 32 Nem (3.2 kg-m,
‘ 23 Ib-f1)
.
|

UPPER
ANCHOR

8 x 1.25 mm
22 N-m (2.2 kg-m,
16 Ib-ft)

V[

FRONT PILLAR

ANCHOR  rpnd
COVER (see page 20-47)
PLAIN
WASHERS

TOOTHED
LOCK WASHER

LOWER ANCHOR BOLT
7/16-20 UNF
32 N-m (3.2 kg-m, 23 Ib-ft}

Lock COLLAR

BEARING WASHER

SEAT BELT BUCKLE \
First remove the front
seat (see page 20-49).

BEARING

' WAVE WASHER

*CENTER ANCHOR BOLT  pysH NUT
7/16-20 UNF
32 Nom
(3.2 kg-m, 23 Ib-f1)
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r Rear Seat Belt Replacement

CAUTION: Chack the rear seat beits for damage and replace them if necessary. Be careful not to damage them duri g
removal and installation.

1. Remove the rear seat (see page 20-53).

2. Remove the rear shelf (see page 20-47).

3. Remove the lower anchor bolt, retractor bolt, retractor mounting bolt and center anchor boit, then remove the rear
seat belts and seat belt buckles.

NOTE: When removing the lower and center anchor bolts and retractor bolt, use a 17 mm socket or box-end wrench.

RETRACTOR BOLT
7/16-20 UNF
32 N-m (3.2 kg-m, 23 ib-fe)

RETRACTOR

REAR SEAT
BELT T
—— RETRACTOR
MOUNTING BOLT
6x1.0 mm

10 N'm {1.0 kg-m, 7.2 Ib-ft)

REAR SHELF

LOWER ANCHOR BOLT
7/16-20 UNF
32 N-m (3.2 kg-m, 23 Ib-ft}

CENTER banOz BOLTS
7/16-20 UNF
32 N'm (3.2 kg-m, 23 (b-ft)

-

SEAT BELT
BUCKLES

4. Check that the retractor locking mechanism functions as described on page 20-56.

5. Installation is the reverse of the removal procedure.

NOTE: Before reinsta

g the rear seat and rear shelf, make sure there are no twists or kinks in the rear seat belts.
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Seat Belts

Inspection

Retractor Inspaction
1. Before installing the retractor, check that the belt can

be pulled out freely.

Make sure that the seat beit does not lock when the
retractor is leaned slowly up to 15° from the mount-
ed position. The seat belt should lock when the
retractor is ieaned over 40°.

CAUTION: Do not attempt to disassemble the
ratractor.

Front: *: Mounted Position

One-the-Car Seat Belt Inspection
1. Check that the seat belt is not twisted or caught on
anything.

2. Afterinstalling the anchors, check for free movement
on the anchor bolts. If necessary, remove the anchor
bolts and check that the washers and other parts are
not damaged or improperly installed.

3. Check the seat belts for damage or discolaration.

Clean with a shop towel if necessary.
CAUTION: Use only soap and water to clean.

NOTE: Dirt build-up in the meta loops of the upper
anchor can cause the seat belts to retract slowly.
Wipe the inside of the loops with a clean cloth damp-
ened in isopropyl alcohol.

4. Check that the seat belt does not tock when pulled

out slowly. The seat belt is designed to lock only dur-
ing a sudden stop or impact.

ﬁ Child Seat Anchor Plate

Attachment points are provided for a rear seat mounted
child restraint system which uses a top tether.

The attachment points are located on the rear shelf, just
behind the rear seat-back.

When using a child seat with a top tether, use a razor
blade or sharp knife to carefully cut a 13 mm (0.51 in)
diameter circle at the location of the outside attachment
points. To use the center tether attachment point, then
remove the cap and plate. Install the child seat anchor
plate securely.

240 mm
(9.44 in)

312 mm
(12.3in) CAP

8 x 1.25 mm
22 N-m (2.2 kg-m,

16 (b-ft)
/

CHILD SEAT
ANCHOR PLATE

TOOTHED WASHER

NOTE:

@ Do not remove the toothed washer from the child
seat anchor plate. Use the child seat anchor plate
with the toothed washer attached to it.

® When installing a child seat on the rear seat, fol-
low the instructions of the manufacturer of the
child seat.

® Additional anchor plates are available.

E Do not use the child seat anchor plate for

any other purpose; itis designed exclusively for installa-
tion of a child seat.

Rearview Mirror
_l Replacement

1. Carefully remove the cover with a flat tip screw-
driver.

CAUTION: When prying with a flat tip screwdriver,
wrap it with protective tape to prevent damage.

2. Loosen the lock bolt, then slide the mirror stay from
the lug.

REARVIEW
MIRROR

(J
£\ MirroR sTAY

7

Counterclockwise

ﬁ to loosen.
Covi

ER

3. Remove the lock bolt, then remove the toothed lock
washer and hoid spring from the mirror stay.

LOCK BOLT
Left-hand
threads
oL \
&
|3 TOOTHED LOCK WASHER

S~

HOOK PLATE

MIRROR STAY

4. Installation is the reverse of the removal procedure.

RETRACTOR 5. Make sure that the seat belt will retract automati-
cally when released.
Forward Inside i . i
— —— 6. Repiace the seat belt with a new one if there is any
abnormality.
Rear:
X .
RETRACTOR @ 40° 400
w amoﬂ -“. Numo
e R
Y !
age\ 18
Forward Inside
oy -
»
6° — -—
VIEW X
3. Replace the seat belt with a new one if there is any
abnormality.
AE—
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Carpet

ﬁ Replacement

SRS wire harnesses are routed near the carpet.

CAUTION:

® All SRS el ical wiring har
with yellow outer insufation.

® Before disconnacting the SRS wire harness, in-
stall the short connector {s) on the airbag (s).

® Replace the entire affected SRS harness assem-
bly if it has an open circuit or damaged wiring.

are covered

RIGHT DASH
SENSOR

LEFT DASH SRS UNIT

1. Remove: SENSOR

® Front seats {see page 20-49)

® Rear seat-back and rear seat cushion (see page ® Front seat belt lower anchor (see page 20-54)
20-53) ® Front pillar trim (see page 20-47)
® Fuse panel and kick panel {see page 20-47) ® Door sill moldings (see page 20-47}
@ Center console (see page 20-59) @ Footrest and pedal stopper.
® Opener cover (see page 20-70)
2. Pry out the clips at the rear edge and bottom of the
center console panel {driver’s).
3. Remove the carpet by sliding it rearward. N

» : Clip locations, 4 D : Clip locations, 2

q

\
SEAT OPENER
HARNESSES COVER .  FOOTREST
. PEDAL STOPPER
4 CARPET
SRS UNIT

DOOR SILL MOLDING

DOOR SILL MOLDINGS

4. Installation is the reverse of the removal procedure.

NOTE:
® Take care not to damage, wrinkle or twist the

carpet. CARPET
® Make sure the seat harnesses are routed cor-

rectly. RETAINER
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Center Console

ﬁ Replacement

Disassembie in the numbered sequence.

NOTE:

® Lift up the parking brake lever.
® For manual transmission models, remove the shift
lever knob.

® Take care not to scratch the center console and
dashboard.

4CENTER CONSOLE

Installation is the reverse of the removal procedure.

Center Console Panel
r Replacement

SRS wire harnesses are routed near the center console
panel.

CAUTION:

® All SRS electrical wiring harnesses are covered
with yellow outer insulation.

® Before disconnecting the SRS wire harness, in-
stall the short connector {s) on the airbag (s}.

@ Replace the entire affected SRS harness assem-
bly if it has an open circuit or damaged wiring.

SRS MAIN ™.
HARNESS

LEFT DASH
SENSOR

NOTE: The radio may have a coded theft protection

circuit. Be sure to get the customer’s code number

before

— Disconnecting the battery.

— Removing the No. 39 (10 A} fuse in the under-
hood fuse/relay box.

— Removing the radio.

After service, reconnect power to the radio and turn
it on.

When the word “CODE" is displayed, enter the cus-
tomer’s 5-digit code to restore radio operation.

1. Remove the center console.

2. Remove the access cap. Remove the screw, then re-
move the heater control panel.

3. Remove the ashtra,. Remove the screws, then re-
move the center console panel.
Disconnect the connectors.

NOTE:

® Take care not to scratch the dashboard and center
console panel.

® Do not drop the screws inside the center console
panel.

{cont’d)
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Center Console Panel Dashboard
— Replacement (cont’d) ﬁ. Component Removal/Installation

SRS wire harnesses are routed near the dashboard and

steering column. \

HEATER CONTROL

ACCESS cLp CAUTION: —
S Y
CAP ® All SRS electrical wiring harnesses are coverad \ ‘. .ﬂvrlh‘\
with yellow outer insulation. \
® Before disconnecting the SRS wire harness, in- v @ RIGHT DAsH
! 3 Ky SENSOR
stall the short connector(s) on the airbag(s). @r‘
® Replace the entire affected SRS harness assem- S .
bly if it has an open circuit or damaged wiring. ¢
o Disconnect the connectors.

NOTE: Take care not to scratch the dashboard and

SCREW Iw \\\ related parts.
L \Wabny,

\ -. CAUTION: When prying with a fiat tip scrawdriver, LEFT DASH
d \ ‘%ﬂ\ ; wrap it with protective tape to prevent damage. SENSOR
S ~ L”n ~m oy Disconnect the
n’ connectors
[ . TRIM PANEL
aveh.\ : Replace the trim panel clips
\V 23 from underneath.

2 B3]
CEFPISE
& S
P cup, 3 e b \
4 X
TRIM PANEL NOTE: A:.md:ivma after the part names show
the quantities of the parts used.

SRS UNIT DASHBOARD — _

=
CENTER CONSOLE— |
PANEL /,Ml” :
/
S
257 /

3

ASHTRAY

Passenger’s:

Use a shop towel on the
select lever and A/T gear

STEREO position indicator panel

RADIO/CASSETTE to prevent damage. Disconnect the clip.

GLOVE BOX DAMPER

GLOVE BOX
H 4. Installation is the reverse of the removal procedure.

NOTE: Before tightening the screws, make sure the B MOUNTING BOLTS
wire harnesses are not pinched. - (cont’d}

CENTER CONSOLE
PANEL
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Dashboard

r Component Removal/Installation {cont’d)

r Replacement

Disassemble in the numbered sequence.

steering column, ® Front seats (see page 20-49)
Driver's: ® Center console (see page 20-59)
CAUTION: ® Center console panel {see page 20-59)
® All SRS electrical wiring harnesses are covered ® Dashboard lower cover (see page 20-62)
with yellow outer insulation. ® Knee bolster {see page 20-62)
® Before disconnecting the SRS wire harness, in- ® Glove box (see page 20-61}
stall the short connector (s) on the airbag (s). ® Air conditioner duct (see page 20-64)
® Replace the entire affected SRS harness assem- ® Kick pane! {see page 22-47)
bly if it has an open circuit or damaged wiring.
NOTE: The radio may have a coded theft protection
cirucit. Be sure to get the customer’s code number
before
—Disconnecting the battery,
—Removing the No. 39 (10A) fuse in the under-hood
®INSTRUMENT PASSENGER'S AIRBAG fuse/relay box.

(®KNEE BOLSTER

““;%

&)

@DASHBOARD STAY {05

(2DASHBOARD LOWER
COVER

SHORT
CONNECTOR ACCESS
@ (RED) PANEL
Installation is the reverse of the removal procedure.
{cont’d)

NOTE: Take care not to scratch the dashboard.

cLip

SRS wire harnesses are routed near the dashboard and

{GS model)

RIGHT DASH
SENSOR

SRS MAIN
HARNESS SRS UNIT

LEFT DASH
SENSOR

2.

To remove the dashboard, first remove the:

—Removin the radio.

After service, reconnect power tg the radio and turn
it on.

When the word "CODE"" is displayed, enter the cus-
tomer’s 5-digit code to restore radio operation.

Lower the steering column (see section 17).

E To avoid accidental deployment and

possible injury always install the short connector(s)
on the airbag(s) connector when the SRS wire
harness is disconnected.

NOTE: Before lowering the steering column, remove
the access panel, then disconnect the connector be-
tween the cable reel and airbag. Connect the short
connector (RED) to the airbag connector (see sec-
tion 23).

CABLE REEL
CONNECTOR

AIRBAG
CONNECTOR
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Dashboard

B Replacement (cont’d)

NOTE: To prevent damage to the steering colurmn, wrap
it with a shop towel.

STEERING COLUMN

{1.6 kg-m,

™~ 12 Ib-f1)
8 x 1.25 mm Replace.
STEERING JOINT 22 N'm {2.2 kg-m,
COVER 16 Ib-ft)

3. Passenger’s: Remove the nuts, then remove the air-
bag bracket (GS model).

E To avoid accidental deployment and

possible injury, always install the short connector on
the airbag connector when the SRS wire harness is
disconnected.

NOTE: Disconnect the connector between the pas-
senger’s airbag and SRS wire harness. Connect the
short connector (RED) to the airbag connector {see
section 23).

PASSENGER'S AIRBAG
{GS model)

SRS WIRE

ﬁ‘ AIR BAG

SHORT
CONNECTOR

{RED) *

AIR CONDITIONER
DUCT

CONNECTOR

PASSENGER’S AIRBAG AIRBAG
{GS modal) BRACKET

kg-m, 7.2 Ib-ft}

Remove the screws, then remove the side air vents
from each side of the dashboard.

Disconnect the connectors.

Remove the dashboard mounting bolts, then lift and
remove the dashboard.

CAUTION:

® Use protective tape on the bottom of the front
piltar trim.

® To prevent damage to the shift lever (M/T) or
selecter lever and A/T gear position indicator
panel (A/T), wrap then with a shop towel.

NOTE: Take care not to scratch the dashboard.

] |

20-64

PROTECTIVE TAPE

SIDE AIR DASHBOARD HWMmSEm
VEnT GUIDE PIN
SRS UNIT SIDE AIR
VENT
ACCESS
CAP AN
N @
| |CLE
s
D =
JBY>
ACCESS
DASHBOARD acc
MOUNTING BOLTS
6x1.0mm 10 N-m
(1.0 kg-m, 7.2 tb-f)
ACCESS DASHBOARD

CAP

MOUNTING BOLTS
6 x 1.0 mm 10 N-m
(1.0 kg-m, 7.2 Ib-f1)

ACCESS
CAP

Disconnect the connectors.

Disconnect the connectors.

DASHBOARD
MOUNTING BOLTS
6 x 1.0 mm 10 N'm
(1.0 kg-m, 7.2 Ib-ft)

7. Installation is the reverse of the removal procedure.

NOTE:
® Make sure the dashboard fits onto the guide pin correctly.
@ Before tighting the dashboard mounting bolts, make sure the dashboard wire harnesses are not pinched.
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Bumpers

ﬁ Front Bumper Replacement

CAUTION: Wear gloves to remove and install the front bumper.

1. Remove the screws, then remove the right and left front turn signal lights and disconnect the connectors.
2. Remove the two bumper mounting screws on each side at the corner edge of the cciumr

3. Remove the two lower skirt mounting bolts and four lower skirt mounting screws.

4. Remove the two bumper mounting nuts from the en-
gine compartment side.

5. Remove the access caps and two bumper mount-
ing bolts on each side.

6. Remove the front bumper by sliding it forward.

NOTE:

® An assistant is helpful when removing the front
bumper.

® Take care not to scratch the front bumper.

BUMPER MOUNTING

NUT

8 x 1.25 mm

22 N'm (2.2 kg-m, 16 ft-ib)

Remove the reservoir
tank.

NUT

8 x 1.25 mm
22 N'm {2.2 kg-m.
16 ft-b)

ACCESS
CAP

LOWER SKIRT

CORNER SLIDE MOUNTING SCREWS

7. Installation is the reverse of the removal procedure .

r Rear Bumper Replacement

CAUTION: Wear gloves to remove and install the rear bumper.
1. Pry off the access caps, then remove the two upper bumper mounting nuts on each side from the trunk area.
2. Remove the two bumper mounting screws at the front edge of the bumper on each side.
3. Remove the two lower bumper mounting nuts and center clip from under the trunk floor,
4. Pull back the front edge of the rear bumper on each side, then remove the rear bumper by sliding it backward.
NOTE:
® Disconnect the license light connector.
® An assistant is helpful when removing the rear bumper.

® Take care not to scratch the rear bumper. CORNER SLIDE
SLIDE CLIP

ACCESS
CAPS

PN '
/VA\'Q \ SLIDE HOOK

UPPER BUMPER MOUNTING NUT
6 x 1.0 mm
10 N-m (1.0 kg-m, 7 Ib-ft)

UPPER BUMPER
MOUNTING NUT
8 x 1.25 mm

22 N-m (2.2 kg-m,
16 1b-f1)

REAR BUMPER

BUMPER MOUNTING SCREWS

LOWER BUMPER MOUNTING NUT
CENTER CLIP UICENSE LIGHT 8 x 1.25 mm
CONNECTOR 22 N-m {2.2 kg-m, 16 Ib-ft)

5. lInstaliation is the reverse of the removal procedure.

20-66

20-67




Hood/Opener and Latch

ﬁ Replacement/Adjustment

@: Clip locations, 21 »: Clip locations, 6

ALIGNMENT:
The hood hinges can be adjusted right and left as well
as fore and aft by using the elongated holes.

HOOD MOUNTING BOLTS
8 x 1.25 mm 25 N-m
(2.5 kg-m, 18 ib-ft)

WASHER HOSE

HOOD !

HOOD INSULATOR

HOOD HINGE
MOUNTING BOLTS
8 x 1.25 mm 25 Nem

WASHER
HOSE

OPENER '
CABLE

HOOD RELEASE
HANDLE

Remove the fuse panel
(see page 20-47).

HOOD EDGE CUSHION HOOD EDGE CUSHION

Turn as necessary to make the
hood fit flush with the body at
front and side edges.

HOOD LATCH

NOTE:

® Before pulling out the opener cable, tie a string to the
cable so you can pull it back in later.

® Take care not to bend the opener cable.

Installation is the reverse of the removal procedure.

NOTE:

® After installing, check that the opener cable is routed
and connected properly.

® After installing, adjust the hood afignment.

\@_ 10 N-m

(1.0 kg-m, 7.2 Ib-ft}
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Trunk Lid

r Replacement/Adjustment

1. Pull the wire harness and trunk lid opener cable out of the trunk lid.

NOTE: Before pulling out the wire harness, tie a strin
lid is reinstalled.

2. Remove the trunk lid mounting bolts, then lift off the lid.
3. Remove the torsion bar using an torsion bar assembly tool.
4. Remove the rear shelf (see page 20-47).

5. Remove the hinge mounting bolts, then remove the hinges.

6. Installation is the reverse of the removal procedure,

HINGE
MOUNTING BOLTS
6 x 1.0 mm

10 N'm (1.0 kg-m. 7.2 Ib-fr)

—

»: Clip location, 4

Adjust the torsion bars front
or rear with the torsion bar
assembly tool as shown.

WIRE HARNESS/
OPENER CABLE

TORSION BAR

TORSION BAR
ASSEMBLY TOOL

STRIKER
Adjust the striker night or left
to align it with the trunk lid latch.

O = Normal position
@ = Higher tension

NOTE: Before tightening the mounting bolts, check the adjustments shown below:

TRUNK LID
LATCH
{see page 20-70)
Take care not to contact TRUNK LID
with the rear window when \
removing.

g to the end of it so you can pull it back in when the trunk

TRUNK LID EDGE CUSHION

Turn as necessary, to make the trunk
lid fit flush with the body at front and
side edges.

6 x 1.0 mm
10 N-m (1.0 kg-m, 7.2 lb-ft}

TORSION BAR

—_— - — CENTER CLIP

STRIKER MOUNTING
BOLTS

Use TORX® T30

10 N-m (1.0 kg-m,
7.2 Ib-f1)
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Trunk Lid Latch/Fuel Lid Latch/Opener

ﬁ Replacement

Openers:

OPENER COVER

OPENER LOCK
CYLINDER

/

LATCH COVER

FUEL LID
OPENER CABLE

W

TRUNK LID
OPENER CABLE

After installing, check for
a flush fit with the body.

Opener Cables:

TRUNK LID
OPENER
CABLE
FUEL LID
OPENER
CABLE
NOTE:
® Take care not to bend the fuel lid and trunk lid opener
cables.

® After installing, check that the trunk tid and fuel lid
opener cables are routed and connected properly.

=>: Clip locations.

A a4

c.1

T

OPENER
CABLE

TRUNK LID

LATCH

LOCK CYLINDER
ROD

Disconnect the connectors.

7
TRUNK LID LOCK
CYLINDER

CYLINDER TRUNK KEY SWITCH
COVER
Be careful not to
damage.

NOTE: After installing, adjust the trunk lid
alignment with the striker (see page 20-69).

FUEL LID LATCH
Remove the left trunk side panel
and fuel lid latch by turning it 90°.

FUEL FUEL LID
LID LATCH

Push and turn the fuel fid latch to
obtain a flush fit with body
panel to the fuel lid.

OPENER

s i, B sy

Front and Center Pillar Retainers/Weatherstrip

ﬁ Replacement

CAUTION:
® Waar gloves to remove and install the retainers.

RETAINER

Retainer grommet removal:

1) Remove or loosen the screw.

2) Place the screw in the retainer grommet
again {do not screw it in} and press it down.

3) Pull the screw with the retainer grommet

7 and retainer out of the body.

FRONT PILLAR
RETAINER

WEATHERSTRIP MOLDING

CENTER PILLAR

CENTER PILLAR

«: Mounting screw locations, 19 <: Clip locations, 9 @: Clip locations, 1

Q
¢ Take cara no to bend the ratainers. d@ @ w
RETAINER GROMMET

REAR CLiP

SHOP TOWEL

NOTE: When installing the
weatherstip, apply
adhesive here.

RETAINER

4 MOLDING

FRONT PILLAR
RETAINER CENTER PILLAR MOLDING

CENTER PILLAR
WEATHERSTRIP RETAINER

Section A-A Section 8-8

WEATHERSTRIP

Installation is the reverse of the removal procedure.

NOTE:

® Check the weatherstrip for damage or deterioration and replace if necessary.
@ After installing the weatherstrip, check for water leaks.

® if necessary: Adjust the position of the door glass (see page 20-18).

® If necessary: Replace any damaged clips.

CENTER PILLAR

+
)

CENTER PILLAR
RETAINER
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Front Grille/Side Sill Panel

Side and Door Moldings/Fender Well Trim
_l Front Grille Replacement ‘l Replacement

»: Screw locations, 2 NOTE:
BOLT . E
/@ SCREWS

® To remove the door molding, remove the door panel and plastic cover (see pages 20-3, 4, 12).
® Take care not to bend the side and door moldings.

® See replacement procedures beginning on page 20-74.

SCREW

REAR DOOR
MOLDING

FRONT DOOR PLASTIC NUT
MOLDING

FRONT GRILLE

FRONT GRILLE
Remove the two screws
and two bolts.

EMBLEM

Remove the two screws. Instaltation is the reverse of the removal procedure.

NOTE: Take care not to scratch the front grille,

ﬁ. Side Sill Panel Replacement

»: Lower clip locations, 9

Adhesive
area.

! Side clip locations, 11

SIDE SiLL
PANEL
!

FENDER
WELL
TRIM

FRONT SIDE MOLDING X
Release the clips from
inside of the front fender.

SIDE CLIP

Remove the clips by turning

th °
LOWER § SIDE CLIP em 45

cup - -

@: Clip locations !
@ SIDE SILL
PANEL

A S B. 1

ADHESIVE
TAPE

ADHESIVE

FENDER WELL
REAR DOOR TRIM

IN: - -
cup MOLDING

Adhaesive tape locations:
LOWER CLIP

|
100 mm (3.9 in} _
| 780 mm (30.7 in)

o
’ 1 mm)
DOOR

CLip
(0.04 in)
ADHESIVE MOLDING pu— =
TYPE DOOR sy @ 0] 4,
LOWER SCREW PRI — =
0.04 in)
& SIDE SILL PANEL c.2 FRONT DOOR  ADHESIVE TAPES 1 mm
Remove the lower clips, then MOLDING 110 (4.3 in)
Qﬁ 3 remove the side sill panel by 440 mm {17.3in) | '° mm {4
\p F sliding it forward. _
k 1 mm
. cup
(0.04 in)
Oumu.v To instali the side sill panel, remove the side clips from = = /
the body, install them on the side sill panel, then install cup - - = WM_, rd T Th
MUD GUARD the side sill panel on the car. FRONT SIDE SRSy
MOLDING T
NOTE: q\ 1 mm (0.04 in)
’ REAR DOOR ADHESIVE
® Take care not to twist the side sill panel. Installation is th f th i d MOLDING TAPES nv
® If necessary, replace any damaged side and lower . nstaliation Is the reverse of the removal procedure. Forward
clips. NOTE: If necessary, replace any damaged clips. (cont’d)
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L I DO,

R

Side and Door Moldings/Fender Well Trim

ﬁ Replacement (cont’d)

The following materials and tools are required to
repair the door moldings.

NOTE: Follow the manufacturer’s instructions.

Materials: (Reference.)
® Stripe remover
3M 083807
® Stripe adhesive remover
3M 08908
¢ Adhesive tape
3M Super Automative Attachment Tape

Tools:

® Protective tape ® Film

® Knife or cutter ® Putty knife
® Sponge or shop towel ® Alcohol

@ Infrared dryer

CAUTION: Wear gloves to remove and instail the
door moldings.

Door molding removal:

1. Remove the door panel and piastic cover (see pages
20-3, 4, 12).

2. Apply protective tape on and around the door
molding.

DOOR MOLDING

A

PROTECTIVE TAPE

3. Release the clips from inside of the door.
Carefully cut the adhesive tape with a knife or cut-
ter while pulling the edge of the door molding away
from the door as shown.

NOTE: Take care not to scratch or bend the door
molding.

KNIFE

ADHESIVE TAPE

DOOR MOLDING

KNIFE

0-74

R LAt e

Adhaesive tape residue removal:
4. Apply the stripe remover evenly to the bonding sur-

face of the door.

STRIPE REMOVER

5. Cover the bonding surface of the door with a film,
then heat to 104--122°F (40—~50°C) for 5—10
minutes with a infrared dryer.

NOTE: Use care when heating to prevent deforma-
tion of the door.

FiLM

6. Scrape the adhesive tape with a putty knife.

ADHESIVE TAPE

PUTTY KNIFE

. For removal of adhesive tape residue, follow-up with
stripe adhesive remover, then scrape the adhesive

tape with a putty knife.

~

8. Peel off the protective tape, then clean the bonding
surface with a sponge dampened in alcohol,
NOTE: Make sure the bonding surface is kept free
of water, oil and grease.

9. Remove the clips from the door melding.
NOTE: If necessary, replace any damaged clips.

10. Apply the stripe remover evenly to the bonding sur-
face of the door molding.

STRIPE REMOVER

DOOR MOLDING

{cont’d)
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Side and Door Moldings/Fender Well Trim

ﬁ Replacement (cont’'d)

11. Wrap the door molding with film, then heat to
104—122°F (40— 50°C) for 5—10 minutes with a
infrared dryer.

NOTE: Use care when heating to prevent deforma-
tion of the door molding.

FiLm

12. Scrape the adhesive tape with a putty knife.

PUTTY KNIFE

ADHESIVE TAPE

13. For removal of adhesive tape residue, follow-up with
stripe adhesive remover, then scrape the adhesive
tape with a putty knife.

14. Peel off the protective tape, then clean the door
molding with a sponge dampened in alcohol.

NOTE: Make sure the bounding surface is kept free
of water, oil and grease.

Door molding installation:
15. Glue the new adhesive tape to the door moldings
{see page 20-73).

16. Install the clips on the a_uoa molding.

17. Heat the bonding surface of the door and door mold-
ing with a infrared dryer.
Door: 104°—-140°F {40—60°C)
Molding: 68 -86°F {20—-30°C)

NOTE: Use care when heating to prevent deforma-
tion of the door molding.

18. Align the door molding with the clip locations and
set the door molding. Lightly push on the door mold-
ing until its edge is fully seated on the adhesive tape.

NOTE: Do not spray water on the molding within the
first 24 hours after installation.

19. Reassemble all removed parts.
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Sub-frame

Sub-frame Torque Sequence:

REAR CROSS
BEAM

TRANSMISSION
MOUNT BRACKET

FRONT BEAM

14 x1.5mm
97 N'm {9.7 kg-m,
Replace.

12 x 1.25 mm

65 N-m (6.5 kg-m,
47 lb-ft}

Replace.

LOWER PLATE

TRANSMISSION

BEAM
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